
Ausführung "A"
Vorkammer - Ausführung C

Ausführung "Spitze"
Vorkammer - Ausführung A

Ausführung "C"
Vorkammer - Ausführung A

Ausführung "A"
Vorkammer - Ausführung C

Ausführung "Spitze"
Vorkammer - Ausführung A

Ausführung "C"
Vorkammer - Ausführung A

Ausführung "A"
Vorkammer - Ausführung C

Ausführung "Spitze"
Vorkammer - Ausführung A

Ausführung "C"
Vorkammer - Ausführung A

TECHNICAL DATA

5SEF/5DEF

Melt channel Ød 4.8 mm

Nozzle type  SEF – open with tip 
DEF – open with straight 
outlet

Operating voltage 230 VAC*

Nominal length of the nozzle (L) in mm 

50 60 80

Adapter  straight (G)/radius (R)/ 
angle (W)

Contact us for other nozzle lengths!
 

*Volts alternating current

 available

NOTE

Power connector CHF and thermocouple con-
nector CMLK are to be ordered separately.

BlueFlow® hot runner nozzle type SEF/DEF is  
not intended for sale or use in the USA or  
Canada!

2.1.20

2.1  OPEN HOT RUNNER SYSTEMS  |  SINGLE HOT RUNNER NOZZLES  

We reserve the right to make technical changes. 01/18

WEBCODE
21010

Hot runner nozzle type 5SEF/5DEF
Open single nozzle with thick-film heating element (BlueFlow®)

DEF – open nozzle with straight outlet  
version C

Antechamber version A

SEF – open nozzle with tip
version “Tip”

Antechamber version A

DEF – open nozzle with straight outlet  
version A

Antechamber version C



18 H7

45°

R8

90°

D

28

L
0+0

,0
2

1,
2

- 0
,10

  18,50 
+
 

0,4
0   

  R2  

  45°    19 H7  
  0

,5
x4

5°
  

  5
 +  0,

1
0

  
6,

9
-0

,20

80°

sharp-edged

6.3

6.
3

1.
6

6.3
1.

6

0.02 A

0.02 A

A

18 H7

R
8

1,
2

-0
,10

90°

28

L
0+0

,0
2

D5°... 10°

  18,50 
+
 

0,4
0   

  R2  

  0
,5

x4
5°

  

  5
 +  0,

1
0

  

  19 H7  

  45°  

  45°  

6,
9

-0
,20

sharp-edged

1.
6

6.
3

6.3

6.
3

1.
6

0.02 A

0.02 A

A

O�ene Düse mit Spitze
-Düsenstück Ausführung C
-Vorkammer - Ausführung A

O�ene Düse mit geradem Durchlass
-Düsenstück Ausführung A
-Vorkammer - Ausführung C

18 H7

45°

R8

90°

D

28

L
0+0

,0
2

1,
2

- 0
,10

  18,50 
+
 

0,4
0   

  R2  

  45°    19 H7  

  0
,5

x4
5°

  

  5
 +  0,

1
0

  
6,

9
-0

,20

80°

sharp-edged

6.3

6.
3

1.
6

6.3
1.

6

0.02 A

0.02 A

A

18 H7

R
8

1,
2

-0
,10

90°

28

L
0+0

,0
2

D5°... 10°

  18,50 
+
 

0,4
0   

  R2  

  0
,5

x4
5°

  

  5
 +  0,

1
0

  

  19 H7  

  45°  

  45°  

6,
9

-0
,20

sharp-edged

1.
6

6.
3

6.3

6.
3

1.
6

0.02 A

0.02 A

A

O�ene Düse mit Spitze
-Düsenstück Ausführung C
-Vorkammer - Ausführung A

O�ene Düse mit geradem Durchlass
-Düsenstück Ausführung A
-Vorkammer - Ausführung C

  30    15°  

  L
 +  0,

02
0

  
53

 A
ng

le
/R

ad
iu

s
51

 S
tr

ai
gh

t

(2
2)

  R
  

  4,8  

  4
  

  2
2 

 -0 0,
02

  

CC

Power connector
CHF

Thermocouple connector
CMLK

Mould plate

Clamping plate

4 x M10 ... 12.9
Location ring
(mould-side)

1

  
50  

  2
0 

 

  130  

2.1.2007/18 We reserve the right to make technical changes.

INSTALLATION

Open nozzle with tip
Nozzle type version C
Antechamber version A

Open nozzle with straight outlet
Nozzle type version A
Antechamber version C

1    Thermocouple plug connection in this area can be bent once; minimum radius: R8

Cross-section C-C: Cutout for nozzle head, power and thermocouple plug connections

Hot runner nozzle type 5SEF/5DEF




